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· Simple operation, one button projection
· Up to eight computers can be connected at the same time
· It can meet the needs of multiplayer meeting and improve 
the efficiency of the meeting
· Operating system is compatible, Windows and MAC OS can 
be supported

SM04 Transmitter / Receiver
Wireless Screen Sharing Transmitter / Receiver 

Technical Specifications

Interface

USB 1 x USB2.0

Function

Operating systems Windows7/8/8.1/10; OSX 10.9/10.10/10.11

Frame rate

Windows 7/8/10 1366*768@15-20fps
Windows 7/8/10 1920*1080@15-20fps
Mac-Bit rate(600KB): 25FPS
Mac-Bit rate(300KB): 20FPS

Power

Power supply 5V DC

Power consumption 2.5W

Transmitter power 16mW

Physical Specifications

Button 1

Dimensions 77mm × 178.7mm × 21.3mm

Net weight 86g

Gross weight 195g

Ordering Information

Type Part Number Description

Wireless Screen 
Sharing

SM04 Transmitter Wireless Screen Sharing Transmitter 

SM04 Receiver Wireless Screen Sharing  Receiver
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Packing List

Wireless transmitter 1pcs

USB receiver 1pcs

Operating instruction 1pcs

Environment

Operating conditions 0°C ~ +40°C / 10%~90% RH* Start up should be 
done at above 0°C 

Storage conditions -20°C ~ +60°C / 10%~90% RH


